MACAO CT180

Features of TW 180 crawler excavator

MAIN FEATURE:
Cummins QSF3.8 140HP, Japan Kawasaki pump, Korea Doosan valve, Korea Sunjin
Swing motor, Korea Doosan traveling motor, A/C cab, joystick, English monitor,

radio, MP3, 0.8 m3 bucket, 18000kg, 8540x2720x2920mm




Technical Specification

Engine

Model Cummins QSF3.8 103KW/2200rpm
Type Electronic injection, water cooled, supercharge
No. of cylinder 4
-
Main Performance
Swing Speed r/min | 0-12
Traveling Speed km/H | 2.8-4.2
Grade ability 30°
Bucket Digging Force kN 98
Arm Digging Force kN 68
E Hydraulic System
Hydraulic system working pressure Mpa 32
Hydraulic Pump KPM
Hydraulic Valve Doosan
Swing Motor Sunjin
Traveling Motor Doosan
Overall Dimensions
Overall Length mm 8540
Overall Width mm 2720
Overall Height mm 2920
Mini Ground clearance mm 480
Track width mm 600
Undercarriage width mm 2720
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GaJ Operation parameters

Operation Weight KG 18000
Bucket Capacity m’ 0.8
Max. Digging Radius mm 8985
Max. Digging Depth mm 5975
Max. Digging Height mm 9430
Max. Dumping Height mm 6960
Tail Swing Radius mm 2570




